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MOUNTED SPRAYER - BOOM

GARDIEN X and C
Designed for those looking for economy and
simplicity, Gardien X and C Line Sprayers combine
low acquisition and maintenance costs with ease of
operation, characteristics that make them
unbeatable. Designed to attend to the most diverse
conditions, they can be configured with multiple
tank and boom options, creating the ideal
combination for your crop. The new Gardien is easy
to adjust, simple to operate and has the high quality
of the Kuhn brand. Get to know these and many
other advantages that only Gardien can offer.
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WORK QUALITY

SIMPLICITY, EFFICIENCY AND ROBUSTNESS
In addition to the Gardien line spray controls that are easy to
operate, they have a high resistance to chemicals, are robust and
make use of DPC technology (constant pressure).
At the same pressure setting point, it has an absorption chamber
that prevents large oscillations when closing one or more sections.

ROBUSTNESS COMBINED WITH TECHNOLOGY
The Gardien line can be equipped with two pump models:
piston or diaphragm.
The diaphragm pump has excellent performance when working
with more concentrated liquids, combining high flow rates
with high pressures, and allows working from scratch without
causing damage to your repairs.
While the KUHN piston pumps offer the already established
resistance and robustness that spraying demands. Equipped
with three ceramic sleeves and a mechanical set, they provide
low maintenance and a long service life.
Take note of the information in the table below, to get to know
more about the composition of each model in this line.

PROVEN STRENGTH
GARDIEN X FRAME

THE CORRECT HEIGHT
GARDIEN C LINE

The chassis and frame make up a high
performance set. They are resistant to
the most severe working conditions,
guaranteeing safety in any operation.

The tower set of the Gardien C line
allows for various height adjustments,
which can reach up to 1.65 meters. With
the practicality that the farmer needs, it
is possible to make these adjustments
without the need for tools.

ECONOMY

QUALITY IN
APPLICATION

Depending on the operating condition, you
can choose either the Fixed Frame (in flatter
conditions) or the Auto Stabilizing Frame,
which significantly improves the quality
of work in rough areas, as it corrects the
oscillation of the boom depending on the
terrain.

ACCESSORIES
• Hydro injector - Refilling accessory with a quick coupling for a volume of
110 liters/minute with a non-return valve.

• Bottle washer - As standard with the sieve. An accessory that allows the triple
washing of the packaging and offers less environmental risks.

• Lateral Bottle Washer - Easy access to the preparation of the
mixture and use of the bottle washing system. Optional.

• Hydraulic Agitator - mixing of the liquid with the Venturi prevents settling and
promotes better homogenization of the products. System that does not use
belts.

• Main filter - New filter system with flow shut-off valve that facilitates
maintenance (filter cleaning). Filter cartridge in steel mesh (80).

• Nozzle support - Single jet or Double jet with quick coupling, made of
special material (polypropylene) and anti-drip.
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Spray Tank
Capacity
Material
Hydraulic Agitator
Bottle washer
Spray Pump
Type
Material
Manufacturer
Spray Controls
Type
Material
Return
Spray Boom
Size
Number of Sections
Nozzle Support
Number of Nozzles
Spacing between nozzles
Piping
Height
Boom Controls
Type
Refilling
Type
Material
Manufacturer
Chassis
Weight
Length
Width
Height
Speed
Operating Speed
Optional extras
4 sections for 14 meters
Double jet nozzle support
Hydraulic Agitator
Refilling Hose
Drive Shaft
Finger Nozzle Set

Gardien X

Gardien C

400 liters
Special Polypropylene
For return

600 liters
Special Polypropylene
For return

400 liters
Special Polypropylene
For return

600 or 800 liters.
Special Polypropylene
For return

In the sieve

In the sieve

In the sieve

In the sieve

Piston Membrane - 40 l/min
Cast Aluminum
Annovi

Piston - 80 l/min
Cast Steel
Kuhn

Piston Membrane - 40 l/min
Cast Aluminum
Annovi

Piston - 80 l/min
Cast Steel
Kuhn

Manual
Special Polypropylene
DPC - Constant pressure

Manual
Special Polypropylene
DPC - Constant pressure

Manual
Special Polypropylene
DPC - Constant pressure

Manual
Special Polypropylene
DPC - Constant pressure

10 metres
2 sections
Single jet or Double jet
20
50 cm
Special Polypropylene
0.5 to 1.00 meters

12 metres
2 sections
Single jet or Double jet
24
50 cm
Special Polypropylene
0.5 to 1.00 meters

12 meters
2 sections
Single jet or Double jet
24
50 cm
Special Polypropylene
0.5 to 1.65 meters

Manual

Manual

Manual by Ratchets

Manual by Ratchets

Hydro injector
Special Polypropylene
80 liters/minute

Hydro injector
Special Polypropylene
110 liters/minute

Hydro injector
Special Polypropylene
80 liters/minute

Hydro injector
Special Polypropylene
110 liters/minute

235 kg
1.20 metres
2.10 metres
2.30 metres

255 kg
1.20 metres
2.10 metres
2.30 metres

275 kg
1.50 metres
1.65 metres
12 - 3.0 meters

295 kg or 315kg
1.50 metres
1.65 metres
12 - 3.0 m or 14 - 3.50 m

Maximum 8km/h

Maximum 8km/h

Maximum 8km/h

Maximum 8km/h

12 or 14 meters
12 or 14m with 2 sections
Double jet with anti-drip
24 or 28
50 cm
Special Polypropylene
0.5 to 1.65 meters

*Available option
*Standard item

For more information about the nearest KUHN resale
and other information about KUHN products visit:

www.kuhn.com

Your dealer KUHN

www.kuhn.com

KUHN MONTANA INDÚSTRIA DE MÁQUINAS S.A.
Francisco Dal Negro, 3400 - São José dos Pinhais - PR

Our material is produced in accordance with the European Machinery Directive in the member states of the
European Union. In countries outside the E.U., our machinery complies with the safety regulations set by
the country concerned. Some safety devices may have been removed from our leaflets in order to clarify the
illustration. Under no circumstances should the machine be operated without the necessary safety devices in
place (as specified by the assembly instructions and operators manual). We reserve the right to change any
designs, specifications or materials listed without further notice. Machines and equipment in this document
can be covered by at least one patent and/or registered design. Trademarks cited in this document may be
registered in one or several countries

Also find KUHN on
social networks

Printed in Brazil - BPAD07GB

Technical Specifications

